
INTERMEDICAL S.r.l.
IMD Group 

24050 Grassobbio (Bergamo) Italy
Via E. Fermi, 26

ph.  0039 035 6594811
fax 0039 035 6594899

e-mail info@inter-med.it
www.inter-med.it

Contact us

doc. 10289

Radius 
C-arm

IMPROVING PERFORMANCES

Version with 9’’ image intensifier, 
three fields: 9’’ - 6’’- 4’’.
Grid 103 L/’’, R 8:1, D.F. 90 cm, D. 250 mm

Washable keyboard with trackball
Available for AFG and DFG software

User-friendly interface

Different X-ray generator versions:
S model (stationary anode) 3,5 kW power
R model (rotating anode) 3,5/5 kW power

Version with 7’’ image intensifier, 
two fields: 7’’ - 5’’.
Grid 103 L/’’, R 8:1, D.F. 90 cm, D. 170 mm

Version with 12’’ image intensifier, 
three fields: 12’’ - 9’’ - 6’’.
Grid 103 L/’’, R 8:1, D.F. 90 cm, 
D. 335 mm

Data may be altered with no prior warning.



•	 Functionality
•	 Mobility  in a compact design and 

with an intuitive positioning
•	 Software modularity
•	 Image acquisition – processing – 

management – storage
•	 Better view and high quality 

imaging
•	 Lower dose
•	 Better features
•	 Connectivity 

SOFTWARE AVAILABLE

1.	 DIM digital memory
•	 RAM: 1 L.I.H. / 32 images / 110 

images
•	 Flash non volatile memory with 330 

or 2.700 images
•	 available for monoblock having 

X-ray tube with stationary anode  
(S model) and with rotating anode 
(R model)

•	 USB interface

2.	 AFG digital memory
•	 for more than 200.000 images with 

DICOM option
•	 available for R model

3.	 DFG digital memory
•	 for more than 200.000 images with 

Digital Camera 1kx1K
•	 Dicom option
•	 Available for 5 kW R model

A reliable, tough and enduring C-arm with the maximum affordability; 
intuitive software for different configurations with user-friendly interface

210 mm horizontal C-arm run, 
with manual brake for locking

115 ° (90° + 25°) C-arm orbital movement, with 
manual brake for locking. C-arm depth: 668 mm 

(715 mm in the 12’’ version); X-ray generator- 
Image Intensifier distance: 722 mm (700 mm in 
the 12’’ version); X-ray source-Image Intensifier 
distance: 922 mm (900 mm in the 12’’ version).

270° on each side arm rotation, with manual 
brake for locking.

12° on each side C-arm swivelling with manual 
brake for locking. (8° in the 12’’ version).


